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BCOPE OF HORK STATINTL

I. QGenersl N

This project consists of the design and construction of a(guj/;ﬁ

air-conditioning system for t-Facility logated in
_ Building lsyout and existing equipment descriptions
are attached.

II. Requirements
1. A nsv air-cooled self-contained factory-sssembled multi-zome

STATINTL

sir-gonditioning unit with humldifier shall be used to service the entire
building. It shall be losated on the roof or on a concrete pad along-
side the building. BSeparate thermosiaticzlly controlled zones from

the unit sball be connected to each of the existing duct runs and to

the new ductwork vhich will serve the presently non-conditioned rooms. In lieu
of a single multi-zone unit, several separate units may be used if this is determined to be a

more practical [ 2. 100 pergent back-up sir-conditioning Is required Tor rooms
approabh.

11 and 12A. The designer shall consider using the existing air-
sonditioning wnits if any are suitable for this purpose.
3. Criteria to be considered in the ddsign are set forth in
the attachments to this scope of work.
h. All drawings and specificetions for use on this project shell
be prepeved in aseordance with spplicable Nevy Design, Mechanical and
Electrical Hendbooks, Standnrd Detslls, Design Data and Design Criteria.
STATINTL
5. It is felt that an on-site inspection will be required prior
to the design of this project. Arrengements for this shonld be made
wro: o [
6. If & roof-mounted air-conditioming unit is specified, a strustuprsl

analysis of the building shsell be am mede to assure adequate support
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of both the unit and any meintenancey persommel who mey be required
to service the wnit. The decision of where to mownt the wumit shall
b coardinated vith Mot
the unit on & concrete pad adjacent to the building should be considered
tc fagilitate maintenance.
7. If none of the existing equipment rooms are found suitable
for the nev eguipment to be installed, the sddition of a new cqnipme:;;m

room will be scceptable.

8. Upon completion of the project, & complete and accurate set

" of "As Bullt" dravings are to be submitted to the_
STATIMTL

9. Design drawings are o be submitted to tht_
I ¢ speove petor to !
STATINTL

gontract advertisement.

STATINTL

10. A suitsble preventive maintenance program shall be developed
for a1l equipment, spd shall be submitted to the_ \
group in the arsa of the site for implementation. In this regerd, )
design drewings shell inclunde schematic electrieal and pipiag dravings e
apd 8 suitable explanation of eguipment sequence of operetion. All
aquipment shell be specified to include inetallation, operating and
meintenzmee instructions, and recommenisd spere parts lists. Operation
snd maintenance instructions for éaeh piece of equipment, as well as

STATINTL

for the overall system, shall be bourd in book form and submitied to

= I - = 7= e

the slte.
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1l. All egquipment used shall be of U.S. menufacture.

12. The design shall coaform to 8ll seeurity requirements paculisy
to the aite. These should be asceriained during the on-site inspection
mentioned above.

13. The design shall stipulate in the project specifications a
performance teat to demonstrate the capacity and proper operation of
sﬁmn the system. Coples of the test dats XIS shall be furnished to the
| I
| 14, 120/208 v, d phase, 50 hz. power is available at the sita.

The desipgn m for this project shall include all nseessary elsctriael
| work for the pew equipment. An amslysis shall be made to assure the
afdequacy of availsble powver.
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